*NOTE* USE ONLY AS *NOTE* DROP ASSEMBLIES

DIRECTED BY THE ENGINEER. ARE REQUIRED WHERE
"M" SHALL BE ONE NOMINAL THE FALL ACROSS THE
SIZE SMALLER THAN "N" MANHOLE IS GREATER
THAN 15". IF UNDER 15",
MINIMUM "N" & "M" IS 8" SEE S-4A.
SEE DRAWING S-4
FOR DETAIL OF #5 @ 4" C.C.
PIPE AT WALL 44 @ 12" C.C. CLASS "A" CONCRETE
POUR TO SPRING LINE
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g )
~ -
“ A i s
.A |_ l-' . : /’ *
zZ 1] R £
] i e M & 6" MIN.
; % RIEE
/A a el 2 BEDDING AS
- / X 1 REQUIRED
" L
5 | I
" -
] o
. L
3 a) 4' MINIMUM INTO
Li° — UNDISTURBED EARTH
RE CLASS "B" CONCRETE
CRUSHED STONE
BACKFILL

X
X />\X>\\> 90 DEGREE BEND

(FULL SWEEP)

CENTERLINE OF 90 DEGREE BEND TO BE AT UNDISTURBED EARTH

SAME ELEVATION AS SPRING LINE OR ROCK

OF MAIN LINE SEWER OR PROVIDE A

MINIMUM OF 0.2 FOOT INVERT DROP

ACROSS MANHOLE.
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